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M “MI1Dx70 FIAT MAREA WEEKENT [KOME! - FODROC - 5.3 2009 C
NAVOD NA MONTAZ: DOLEZITE UPOZORNENIA:
-V miestach stykevych ploch sa musi edstranit. pruzna.ochrana
[ L.Demontujte zadny skiopny néraznik. ] 2.Vyberte rezervné koleso. Uvolnite karoserie vozidla.
¢altnenie a koberec wbatozinovom priestore. Qdstrarteibatozinove krizky z dnaw, - Vitanéotvery treba osetfit antikor6znou, hmoteu.
kufra. Demontujte viecné oko, uz sa nepouzije. 3. Tazné zariadenie montujte - Pouzite len dodany spojovacimaterial v predpisanej triede kvality.
podra obrazka. Ram A prichytte v bodoch X. Ctvory vvitajte @12mm na skrutky® - Elektrické zariadenie sainamontuje poadia padmienokiprevadzky
M10, na skrutky M8 @10mm, na diStancné rirky @18mm do kufra. Vywftajte cestnych vozidiel na pozemnych kemunikéaciach.
otvory do podlahy podfa podloZiek B a C. Prichytte vSetky komponenty. VVSetky - Udaj S o maximalnom zvislom zataZeni na gulu je uvedeny na

skrutkové spoje dotiahnite momentom podra tabulky. |§ 4. Elektromstalacm bnom 3titkulfazného zarladema
zapojte podla navodu. l 5. J : i jenl f k pru;u menit.
6.Demontujte spojovaciu gul’ 'Nal jte ad./ S vy a ol Setky spoje podla
8.Prevedte spatnl montéZ daiSich demoniovanych Gasti. [ 9.Namoniujie tabulky utahovacich momentow!

spojovaciu gufu. Dotiahnite skrutky spojovacej guf(dmaka s;ﬁe{ce} gule) rlpade akychkol’vek nejasnostf je nutné obratit' sa na vyrobcu

momentom podra tabulky. m ex Iu
Ve é nespravnym

FITTING INSTRUCTIONS:

pouZitim vyrobku.
IMPORTANT ATTENTIONS:

[ L.Dismount the rear bumper. ] 2.Get out the idle wheel. Release the padding - Remove insulating material on a car body in grips and joints of a
from both sides and carpet of the luggage compartment. Abolish the luggage coupling device with a car body.

rings from the bottom. Dismount the towing ring. JJ] 3.Install the tow-bar as - Put the anticorrosive substance on the drilled holes.

shown in the picture. Drill the holes @12mm for screw M10, @10mm for screw - Use supplied mechanical strength jointing material.

M8, for distance tube @18mm into boot. Drill the holes in to the floor accord - Wiring of a coupling device must be up to a standard and car maker
ancons B and C. To screw all components. Tighten the bolts using a torque- requirements.

wrench to the specified torque. l 4.Connect the electrical installation as - Statement S about the maximum vertical ball downtake is printed on
described in the instructions for use. ] 5.Make sure the electrical installation is the tow bar label.

properly connected. [l 6.Dismount the coupling ball. ll 7.Replace the rear plastic - On the tow bar is no modification possible

bumper. l 8.Reassemble any removed parts. l 9.Fit the linkage ball. Tighten - Check all the joints, look in the table of the spining moments, before
the screws of the linkage ball (holder of the linkage ball) to the torque shown in finishing the montage!

the table. - Contact the tow bar marker with any questions.

- The manufacturer is not responsible for the damages caused by
wrong using on the product.

Tabulka utahovacich momentov skrutkovych spojov pevnosti 8.8 / Table of specified torque and hardenss settings 8.8
M6 - 9,5Nm, M8 - 23Nm, M10 - 46Nm, M10x1,25 - 49Nm, M12 - 79Nm, M12x1,25 - 87Nm, M12x1,5 - 83Nm, M14 - 125Nm, M16 - 195Nm
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